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Brugervejledning

Tak, fordi du har købt et Frigor-produkt.

Læs venligst disse instruktioner omhyggeligt, før du bruger dette apparat. Vejledningen 
indeholder vigtige oplysninger, som vil hjælpe dig med at få det bedste ud af apparatet 
og sørge for sikker og korrekt installation, brug og vedligeholdelse.

Opbevar denne vejledning på et praktisk sted, så du altid kan henvise til den for sikker og 
korrekt brug af apparatet.

Hvis du sælger apparatet, giver det væk eller efterlader det, når du flytter, skal du sørge 
for også at give denne vejledning videre, så den nye ejer kan blive fortrolig med apparatet 
og sikkerhedsadvarslerne.

Tilbehør

Tjek tilbehøret og litteraturen med denne liste:
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BEMÆRK - Generelle oplysninger og tips

Oplysninger om miljøet

DA: Sikkerhedsoplysninger

ADVARSEL - Vigtige sikkerhedsoplysninger

Bortskaffelse
Hjælp med at beskytte miljøet og menneskers sundhed. Læg 
emballagen i egnede beholdere for at genbruge den. Hjælp 
med at genbruge affald fra elektriske og elektroniske 
apparater. Apparater mærket med dette symbol må ikke 
bortskaffes sammen med husholdningsaffald. Aflevér 
produktet til din lokale genbrugsstation, eller kontakt dit 
kommunekontor.

ADVARSEL: Risiko for brand/brændbart materiale
Symbolet angiver, at der er risiko for brand, da der anvendes 
brandfarlige materialer. Pas på ikke at forårsage brand ved at 
antænde brændbart materiale.

 ADVARSEL!

Risiko for personskade eller kvælning!

Kølemidler og gasser skal bortskaffes professionelt. Sørg for, at 
kølekredsløbets slanger ikke er beskadiget, før de bortskaffes korrekt. Afbryd 
apparatet fra strømforsyningen. Klip netkablet af, og bortskaf det. Fjern 
bakkerne og skufferne samt dørlåsen og tætningerne for at forhindre, at børn 
og kæledyr bliver lukket inde i apparatet.
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Læs følgende sikkerhedsanvisninger, før du tænder for apparatet 
første gang!
følgende sikkerhedsanvisninger!

 ADVARSEL!

Før første brug
▶ Sørg for, at der ikke er nogen transportskader.
▶ Fjern al emballage, og opbevar den uden for børns rækkevidde.
▶ Vent mindst to timer, før du installerer apparatet, for at sikre, at

kølemiddelkredsløbet er fuldt effektivt.
▶ Håndter altid apparatet sammen med mindst to personer, da det er tungt.

Installation
▶ Apparatet skal placeres på et godt ventileret sted. Sørg for, at der er mindst 10

cm plads over og omkring apparatet.
▶ Placer aldrig apparatet i et fugtigt område eller et sted, hvor det kan blive

oversprøjtet med vand. Rengør og tør vandstænk og pletter med en blød, ren
klud.

▶ Installer ikke apparatet i direkte sollys eller i nærheden af varmekilder (f.eks.
komfurer, varmeapparater).

▶ Installer og niveller apparatet i et område, der passer til dets størrelse og brug.
▶ Hold ventilationsåbninger i apparatet eller i den indbyggede struktur fri for

forhindringer.
▶ Sørg for, at de elektriske oplysninger på typeskiltet stemmer overens med

strømforsyningen. Hvis det ikke er tilfældet, skal du kontakte en elektriker.
▶ Apparatet drives af en strømforsyning på 220-240 VAC/50 Hz. Unormale

spændingsudsving kan medføre, at apparatet ikke kan starte, eller at
temperaturstyringen eller kompressoren beskadiges, eller at der opstår
unormal støj under drift. I sådanne tilfælde skal der monteres en automatisk
regulator.

▶ Brug ikke multistikadaptere og forlængerledninger.
▶ Placer ikke flere bærbare stikkontakter eller bærbare strømforsyninger på

bagsiden af apparatet.
▶ Sørg for, at strømkablet ikke kommer i klemme i køleskabet. Træd ikke på

strømkablet.
▶ Brug en separat jordet stikkontakt til strømforsyningen, som er let tilgængelig.

Apparatet skal være jordet.
▶ Beskadig ikke kølemiddelkredsløbet.



Version: 01-2025 6

KSB115EW 
KS130EW

 ADVARSEL!

Daglig brug
▶ Dette apparat kan bruges af børn fra 8 år og opefter og af personer med nedsatte

fysiske, sensoriske eller mentale evner eller manglende erfaring og viden, hvis de
er blevet overvåget eller instrueret i at bruge apparatet på en sikker måde og
forstår de involverede farer.

▶ Børn i alderen 3 til 8 år må gerne fylde og tømme, men må ikke rengøre eller
installere køleapparater.

▶ Hold børn under 3 år væk fra apparatet, medmindre de er under konstant opsyn.
▶ Børn må ikke lege med apparatet.
▶ Hvis der lækker kølegas eller anden brændbar gas i nærheden af apparatet, skal

du lukke for ventilen til den lækkende gas, åbne døre og vinduer og ikke tage
stikket ud af køleskabets eller andre apparaters strømkabel.

▶ Bemærk, at apparatet er indstillet til drift ved et bestemt omgivelsesområde mellem
16 og 38 °C. Apparatet fungerer muligvis ikke korrekt, hvis det i længere tid
efterlades ved en temperatur over eller under det angivne område.

▶ Anbring ikke ustabile genstande (tunge genstande, vandfyldte beholdere) oven på
køleskabet for at undgå personskade som følge af fald eller elektrisk stød som
følge af kontakt med vand.

▶ Træk ikke i dørhylderne. Døren kan blive trukket skævt, flaskeholderen kan blive
trukket væk, eller apparatet kan vælte.

▶ Åbn og luk kun dørene med håndtagene. Mellemrummet mellem dørene og mellem
dørene og skabet er meget smalt. Stræk ikke hænderne ud i disse områder for at
undgå at få fingrene i klemme. Åbn eller luk kun køleskabsdørene, når der ikke
opholder sig børn inden for dørens bevægelsesområde.

▶ Opbevar eller brug ikke brændbare, eksplosive eller ætsende materialer i apparatet
eller i nærheden.

▶ Opbevar ikke medicin, bakterier eller kemiske stoffer i apparatet. Dette apparat er
et husholdningsapparat. Det anbefales ikke at opbevare materialer, der kræver
strenge temperaturer.

▶ Opbevar aldrig væsker i flasker eller dåser (ud over højprocentig spiritus), især ikke
kulsyreholdige drikkevarer, i fryseren, da de vil sprænge under nedfrysning.

▶ Kontrollér fødevarernes tilstand, hvis de har været opvarmet i fryseren.
▶ Indstil ikke unødvendigt lave temperaturer i køleskabet. Der kan opstå minusgrader

ved høje indstillinger. Vær opmærksom på dette: Flasker kan sprænge
▶ Rør ikke ved frostvarer med våde hænder (brug handsker). Spis især ikke ispinde

umiddelbart efter, at de er taget ud af fryserummet. Der er risiko for at fryse eller
danne frostblærer. FØRSTEHJÆLP: Hold straks under rindende koldt vand. Må
ikke trækkes væk!

▶ Rør ikke ved den indvendige overflade af fryserummet, når det er i brug, især ikke
med våde hænder, da dine hænder kan fryse fast på overfladen.
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 ADVARSEL!

Daglig brug
▶ Tag stikket ud af stikkontakten i tilfælde af strømafbrydelse eller før rengøring.

Der skal gå mindst 7 minutter, før apparatet genstartes, da hyppig start kan
beskadige kompressoren.

▶ Brug ikke elektriske apparater inde i apparatets opbevaringsrum til fødevarer,
medmindre de er af den type, der anbefales af producenten.

Vedligeholdelse/rengøring
▶ Sørg for, at børn er under opsyn, hvis de udfører rengøring og vedligeholdelse.
▶ Afbryd apparatet fra strømforsyningen, før du udfører rutinemæssig

vedligeholdelse. Der skal gå mindst 5 minutter, før apparatet genstartes, da
hyppig start kan beskadige kompressoren.

▶ Hold i stikket, ikke i kablet, når du tager stikket ud af stikkontakten.
▶ Rengør ikke apparatet med hårde børster, stålbørster, vaskepulver, benzin,

amylacetat, acetone og lignende organiske opløsninger, syre eller alkaliske
opløsninger. Rengør med et særligt køleskabsrengøringsmiddel for at undgå
skader.

▶ Skrab ikke frost og is af med skarpe genstande. Brug ikke spray, elektriske
varmelegemer som varmeapparater, hårtørrere, damprensere eller andre
varmekilder for at undgå skader på plastdelene.

▶ Brug ikke mekaniske anordninger eller andre midler til at fremskynde
afrimningsprocessen, bortset fra dem, der er anbefalet af producenten.

▶ Hvis forsyningskablet er beskadiget, skal det udskiftes af producenten, dennes
serviceagent eller tilsvarende kvalificerede personer for at undgå fare.

▶ Forsøg ikke selv at reparere, skille apparatet ad eller ændre det. I tilfælde af
reparation bedes du kontakte vores kundeservice.

▶ Fjern støvet på bagsiden af enheden mindst en gang om året for at undgå
brandfare samt øget energiforbrug.

▶ Apparatet må ikke sprøjtes eller skylles under rengøringen.
▶ Brug ikke vandspray eller damp til at rengøre apparatet.
▶ Rengør ikke de kolde glashylder med varmt vand. Pludselige temperaturændringer

kan få glasset til at gå i stykker.

Oplysninger om kølemiddelgas
▶ Apparatet indeholder det brandfarlige kølemiddel ISOBUTANE (R600a). Sørg

for, at kølemiddelkredsløbet ikke beskadiges under transport eller installation.
Lækage af kølemiddel kan forårsage øjenskader eller antændes. Hvis der er
sket en skade, skal du holde åbne ildkilder væk, ventilere rummet grundigt og
ikke tilslutte eller frakoble apparatets eller andre apparaters netledninger.
Informer kundeservice.

▶ Hvis øjnene kommer i kontakt med kølemidlet, skal de straks skylles under
rindende vand, og der skal straks ringes til en øjenlæge.

Version: 01-20257
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BEMÆRK

DA: Produktbeskrivelse

Tilsigtet brug
Dette apparat er beregnet til køling af fødevarer. Det er udelukkende designet til 
brug i husholdninger og lignende, f.eks. i personalekøkkener i butikker, kontorer 
og andre arbejdsmiljøer, på gårde og af kunder på hoteller, moteller og andre 
boligområder samt i bed-and-breakfast- og cateringvirksomheder. Den er ikke 
beregnet til kommerciel eller industriel brug.
Ændringer eller modifikationer af enheden er ikke tilladt. Utilsigtet brug kan
forårsage farer og tab af garantikrav.

MODEL:KS130EW

På grund af tekniske ændringer og forskellige modeller kan nogle af illustrationerne i 
denne vejledning afvige fra din model.

1. Hylder    3. Betjening      5 Justerbare fødder
2. Skuffe     4. Dørhylde
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MODEL:KSB115EW

1. Hylder    3. Betjening      5 Justerbare fødder
2. Skuffe     4. Dørhylde     6. Låge til fryser
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DA: Brug

Beskrivelse af gear
1. Temperaturen i køleskabet justeres med

temperaturregulatorknappen. Gearet
"MIN,MID,MAX,OFF" på skalaen betyder
køleeffekt. Jo dårligere køleeffekt, jo højere temperatur i
skabet og jo mindre strømforbrug i køleskabet; Jo
stærkere køleeffekt, jo lavere temperatur i kassen og jo
større strømforbrug i køleskabet.

2. Skalaens "MAX"-position er den laveste temperatur i køleskabet. Denne
position kan bruges til hurtig nedfrysning. Når maden er helt afkølet, skal du
dreje vægten tilbage til det oprindelige indstillingsgear.

3. "OFF"-positionen på knappen er nedlukningspositionen. Når denne position er
indstillet, vil køleskabet ikke køle af. Hvis køleskabet skal stoppes i lang tid, skal
du tage stikket ud af stikkontakten.

Forslag

1. Køleskabets almindelige gear er skalaens "MID"-position, der er tændt.

2. Hvis temperaturen i kassen er for høj, skal du øge skalaen tilsvarende.
3. Hvis temperaturen i kassen er for lav, skal du reducere gradienten på passende vis.
4. Vælg placeringen af temperaturregulatorens skala i henhold til de faktiske behov.
En påmindelse

1. Når omgivelsestemperaturen i køleskabet er høj, kan isen ikke stoppe, og
temperaturen i skabet kan være for lav, hvis den indstillede skala er stor.

2. Når omgivelsestemperaturen i køleskabet er lav, kan køleskabet muligvis ikke
startes, hvis skalatallet er indstillet til at være lille, hvilket resulterer i høj temperatur i
kassen, hvilket ikke er befordrende for opbevaring og konservering af fødevarer.

3. Når temperaturen er justeret, tager det et stykke tid at opnå temperaturbalance i
kassen. Og længden af denne periode afhænger af størrelsen på det ændrede gear,
omgivelsestemperaturen, hvor ofte døren åbnes, og mængden af madvarer, der
opbevares i kassen.

Før første brug

▶ Fjern alle emballagematerialer, opbevar dem uden for børns rækkevidde, og bortskaf
dem på en miljøvenlig måde.

▶ Rengør apparatet indvendigt og udvendigt med vand og et mildt rengøringsmiddel, før
du lægger madvarer i det.

▶ Når apparatet er nivelleret og rengjort, skal du vente i mindst 2-5 timer, før du slutter
det til strømforsyningen. Se afsnittet INSTALLATION.

▶ Forkøl rummene ved høje indstillinger, før de fyldes med mad.
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1. Dørhylderne kan tages af for at blive
rengjort:

2. Placer hænderne på hver side af stativet,

løft det opad ① og træk det ud ②.

3. For at indsætte dørstativet udføres
ovenstående trin i omvendt rækkefølge.

BEMÆRK
Når apparatet tændes efter at være blevet afbrudt fra hovedstrømforsyningen, kan 
det tage op til 12 timer, før de korrekte temperaturer er nået.

1 1

2

DA: Udstyr
Justerbare hylder

1. Hyldernes højde kan justeres til
passer til dine opbevaringsbehov.

2. Hvis du vil flytte en hylde, skal du først fjerne den
ved at løfte
bagkanten ① og trække den ud ②.

3. For at sætte den på plads igen skal du sætte
den på klodserne i begge sider og skubbe den
til den bageste position, indtil bagsiden af
hylden er fastgjort i åbningerne i siderne.

Aftagelige dørhylder/flaskeholder

Aftagelig skuffe

For at tage skuffen ud skal du trække den 

helt ud ①, løfte den og tage den ud ②.

For at indsætte skuffen udføres ovenstående 
trin i omvendt rækkefølge.

Lyset

Det indvendige LED-lys tændes, når døren åbnes. Lysets funktion 
lysets funktion påvirkes ikke af nogen af apparatets andre indstillinger.

BEMÆRK
Sørg for, at alle ender af en hylde er i vater.

1

2

2 2

1
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ADVARSEL!

Afbryd apparatet fra strømforsyningen før rengøring.

ADVARSEL!

▶ Rengør ikke apparatet med hårde børster, stålbørster, rengøringsmiddel i
pulverform, benzin, amylacetat, acetone og lignende organiske opløsninger,
syre eller alkaliske opløsninger. Rengør med et særligt
køleskabsrengøringsmiddel for at undgå skader.

▶ Apparatet må ikke sprøjtes eller skylles under rengøringen.
▶ Brug ikke vandspray eller damp til at rengøre apparatet.
▶ Rengør ikke de kolde glashylder med varmt vand. Pludselige

temperaturændringer kan få glasset til at gå i stykker.
▶ Rør ikke ved den indvendige overflade af fryserens opbevaringsrum, især

ikke med våde hænder, da dine hænder kan fryse fast på overfladen.
▶ I tilfælde af opvarmning skal du kontrollere de frosne varers tilstand.

DA: Pleje og rengøring

1. Rengør apparatet, når der kun opbevares få eller ingen fødevarer.

2. Apparatet bør rengøres hver fjerde uge for god vedligeholdelse og for at
forhindre dårlig lugt fra opbevarede fødevarer.

▶ Hold altid dørpakningen ren.
▶ Rengør apparatets inderside og kabinet med en

svamp, der er fugtet med varmt vand og et
neutralt rengøringsmiddel.

1. Skrub køleskabet indvendigt og udvendigt,
inklusive dørpakning, dørhylde, glashylder, kasser
og så videre, med et blødt håndklæde eller en
svamp dyppet i varmt vand (du kan tilsætte
neutralt rengøringsmiddel i det varme vand).

2. Hvis der er spildt væske, skal du fjerne alle de forurenede dele, skylle direkte med
rindende vand, tør den og sæt den tilbage i køleskabet.

3. Hvis der er spildt fløde (f.eks. fløde, smeltende is), skal du fjerne alle de
forurenede dele, lægge dem i varmt vand på ca. 40 °C i et stykke tid, derefter
skylle dem med rindende vand, tørre dem og sætte dem tilbage i køleskabet.

4. Hvis en lille del eller komponent sidder fast inde i køleskabet (mellem hylder
eller skuffer), skal du bruge en lille blød børste til at løsne den. Hvis du ikke kan
nå delen, skal du kontakte eftersalgsservice.
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▶ Skyl og tør med en blød klud.
▶ Rengør ikke nogen af apparatets dele i en opvaskemaskine.
▶ Lad der gå mindst 7 minutter, før du genstarter apparatet, da hyppig start kan

beskadige kompressoren.

Afrimning af køleskabsrum Model: KSB115EW、KS130EW

▸ Normalt kan kølerummet automatisk afrimes; når køleskabet afkøles, dannes
der et lag frost på overfladen af fordamperen bag på kølerummet.

▸ Når køleskabet holder op med at køle, smelter frosten væk, og afrimningsvandet
løber ind i fordampningsskålen bag på køleskabet gennem drænhullet i bunden
af kølevæggen.

▸ Den varme, der genereres af kompressoren, får afrimningsvandet til at fordampe
naturligt.

vandet til at fordampe naturligt.
▸ Under afrimningsprocessen vil vanddråberne trille af k ø l e s k a b e t s  bagvæg.

Når køleskabet afkøles igen, kan de vanddråber, der ikke er dryppet af, fryse
til is. Du kan bruge varmt vand ved en temperatur på ca. 40 grader eller en 
plastikplade til at fjerne dem, men brug ikke hårde eller skarpe værktøjer til at 
rengøre dem for at undgå at beskadige køleskabets bagvæg.

▸ Når køleskabets gear er indstillet højere, dannes der mere frost på køleskabets
bagvæg. Når der er mere frost på bagsiden af køleskabet, skal du derfor sænke
gearet til brug.

▸ Tjek venligst drænhullet inde i køleskabet fra tid til anden. Det kan være
blokeret. Brug en rørrenser eller lignende værktøj som vist på figuren til at
rense det.
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BEMÆRK
Sluk kun for apparatet, hvis det er strengt nødvendigt.

ADVARSEL!

▶ Løft ikke apparatet i håndtagene.
▶ Placer aldrig apparatet vandret på jorden.

Afrimning af fryserum Model: KSB115EW

▸ Fryseren skal afrimes manuelt. Når du har brugt køleskabet i en periode, vil der
dannes et lag frost på overfladen af fryseren. Hvis frostlaget er for tykt, vil det øge
strømforbruget i køleskabet.
køleskabet og påvirke køleydelsen. Hvis der er dannet is på foringens overflade, skal
den stoppes for afrimning og rengøring.

Metode til afrimning af fryseren Model: KSB115EW

▸ Tag først stikket ud af stikkontakten, tag maden ud, placer den et køligt sted, hold
køleskabsdøren åben, vent på, at frostlaget smelter, opsaml afrimningsvandet
og hæld det ud, tør derefter overfladen af den indre beholder med en tør klud.

▸ Bemærk: Brug ikke hårde eller skarpe redskaber til at rengøre med for ikke at
beskadige køleskabets overflade.

Flytning af apparatet

1. Fjern alle madvarer, og tag stikket ud af stikkontakten.
2. Fastgør hylder og andre bevægelige dele i køleskabet og fryseren med

selvklæbende tape.
3. Vip ikke køleskabet mere end 45° for at undgå at beskadige kølesystemet.
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ADVARSEL!

▶ Før vedligeholdelse skal apparatet slukkes, og netstikket skal tages ud af
stikkontakten.

▶ Elektrisk udstyr bør kun serviceres af kvalificerede elektriske eksperter,
fordi ukorrekte reparationer kan forårsage betydelige følgeskader.

▶ En beskadiget strømforsyning bør kun udskiftes af producenten, dennes service
eller tilsvarende kvalificerede personer for at undgå fare.

DA: Fejlfinding
Mange forekommende problemer kan løses af dig selv uden særlig ekspertise. I 
tilfælde af et problem skal du kontrollere alle viste muligheder og følge 
nedenstående instruktioner, før du kontakter en eftersalgsservice.

Problem Mulig årsag Mulig løsning

Kompressoren 
virker ikke.

• Netstikket er ikke sat i
stikkontakten.

• Apparatet er i
afrimningscyklus

• Tilslut netstikket.

• Dette er normalt for en
automatisk afrimning

Apparatet kører 
ofte eller kører i for 
lang tid.

• Indendørs- eller 
udendørstemperaturen 
er for høj.

• Apparatet har været
uden strøm i en periode.

• En af apparatets døre er
ikke tæt lukket.

• Døren har været åbnet
for ofte eller for længe.

• Temperaturindstillingen
for fryserummet er for
lav.

• Dørpakningen er
snavset, slidt, revnet
eller uensartet.

• Den nødvendige
luftcirkulation er ikke
garanteret.

• I dette tilfælde er det
normalt, at apparatet kører
længere.

• Normalt tager det 8 til 12
timer for apparatet at køle
helt ned.

• Luk døren/skuffen, og sørg for,
at apparatet står på et plant
underlag, og at der ikke er
madvarer eller beholdere, der
kan ryste døren.

• Åbn ikke døren/skuffen
for ofte.

• Indstil temperaturen højere,
indtil der opnås en
tilfredsstillende
køleskabstemperatur. Det tager
24 timer, før
køleskabstemperaturen er
stabil.

• Rengør dør-/skuffepakningen,
eller udskift den hos
kundeservice.

• Sørg for tilstrækkelig ventilation.

Køleskabets inderside 
er snavset og/eller 
lugter.

• Rengør køleskabet
indvendigt.

• Pak maden grundigt ind.
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Problem Mulig årsag Mulig løsning

Det er ikke koldt nok 
inde i apparatet.

• Temperaturen er indstillet
for højt.

• Der er opbevaret for varme
varer.

• Der er opbevaret for
meget mad på én gang.

• Varerne står for tæt på
hinanden.

• En af apparatets
døre/skuffer er ikke tæt
lukket.

• Døren/skuffen har været
åbnet for ofte eller for
længe.

• Nulstil temperaturen.
• Lad altid varerne køle af,

før du opbevarer dem.
• Opbevar altid små mængder

mad.
• Efterlad et mellemrum mellem

flere
fødevarer, så luften kan
strømme.

• Luk døren/skuffen.

• Åbn ikke døren/skuffen
for ofte.

Det er for koldt 
inde i apparatet.

• Temperaturen er
indstillet for lavt.

• Nulstil temperaturen.

Fugtdannelse på 
indersiden af 
køleskabet.

• Klimaet er for varmt og
for fugtigt.

• En af apparatets
døre/skuffer er ikke tæt
lukket.

• Døren/skuffen har været
åbnet for ofte eller for
længe.

• Madbeholdere eller væsker
er efterladt åbne.

• Øg temperaturen.

• Luk døren/skuffen.

• Åbn ikke døren/skuffen for
for ofte.

• Lad varme madvarer køle af til
stuetemperatur, og dæk
madvarer og væsker til.

Fugt samler sig 
på køleskabets 
udvendige 
overflade eller 
mellem 
dørene/døren 
og skuffen.

• Klimaet er for varmt og
for fugtigt.

• Døren er ikke lukket
ordentligt. Den kolde luft i
apparatet og den varme luft
udenfor kondenserer.

• Dette er normalt i et fugtigt
klima og vil ændre sig, når
luftfugtigheden falder.

• Sørg for, at døren/skuffen er
tæt lukket.

Siderne af skabet og 
dørlisten bliver 
varme.

• Dette er normalt.

Apparatet afgiver 
unormale lyde.

• Apparatet er ikke placeret
på et plant underlag.

• Apparatet rører ved en
genstand omkring det.

• Juster fødderne, så
apparatet står i vater.

• Fjern genstande omkring
apparatet.

Der høres en svag 
lyd, der ligner lyden 
af rindende vand.

• Dette er normalt.
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Strømafbrydelse

I tilfælde af strømafbrydelse bør maden forblive kold i ca. 5 timer. Følg disse tips 
under en længerevarende strømafbrydelse, især om sommeren:

▶ Åbn døren/skuffen så få gange som muligt.

▶ Sæt ikke flere madvarer ind i apparatet under en strømafbrydelse.

▶ Hvis der på forhånd er givet besked om en strømafbrydelse, og afbrydelsen
varer mere end 5 timer, skal du lave noget is og lægge det i en beholder i
toppen af køleskabsrummet.

▶ En inspektion af varerne er påkrævet umiddelbart efter afbrydelsen.

▶ Da temperaturen i køleskabet stiger under en strømafbrydelse eller anden fejl,
reduceres opbevaringsperioden og den spiselige kvalitet af fødevarerne.
Fødevarer, der optøes, skal enten spises eller tilberedes og genfryses (hvis 
det er muligt) kort tid efter for at undgå sundhedsrisici.
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ADVARSEL!

▶ Apparatet er tungt. Håndter det altid sammen med mindst to personer.
▶ Hold alle emballagematerialer uden for børns rækkevidde, og bortskaf dem på

en miljøvenlig måde.
▶ Tag apparatet ud af emballagen.
▶ Fjern alle emballagematerialer.

DA: Installation

Udpakning

Miljømæssige forhold

Rumtemperaturen bør altid være mellem 16° C og 38° C, da den kan påvirke 
temperaturen inde i apparatet og dets energiforbrug. Installer ikke apparatet i 
nærheden af andre varmeafgivende apparater (ovne, køleskabe) uden isolering.

Anbefaling af plads

Anbefalet plads, når døren er åbnet. W1=824mm

W2=480mm 

D1=1064mm D2=996mm

Ventilationens tværsnit

For at opnå tilstrækkelig ventilation af 
apparatet af sikkerhedsmæssige årsager 
skal oplysningerne i de anbefalede 
ventilationstværsnit overholdes.

D1

D2

W1

W2≥10cm

≥10cm

≥10cm

≥10cm
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Bemærk
For fritstående apparater: Dette køleapparat er ikke beregnet til at blive brugt som 
et indbygget apparat.

ADVARSEL!

For at undgå risici skal en beskadiget netledning udskiftes af kundeservice (se 
garantikortet).

Justering af apparatet

Apparatet skal placeres på en flad
og fast overflade.

1. Vip køleskabet lidt bagud.

2. Indstil fødderne til det ønskede niveau.

Sørg for, at afstanden til væggen på 
hængselsiden er mindst 100 mm, så døren 
kan åbnes korrekt.

Elektrisk tilslutning

Før hver tilslutning skal du 
kontrollere om:

Ventetid

Til den vedligeholdelsesfrie smøreolie er 
placeret i kompressorens kapsel. Denne olie 
kan trænge gennem det lukkede rørsystem 
under skrå transport. Før du slutter apparatet 
til strømforsyningen, skal du vente mindst 2 
timer, så olien løber tilbage i kapslen.

▶ Strømforsyning, stikkontakt og sikring er i overensstemmelse med typeskiltet.

▶ Stikkontakten er jordet og uden multistik eller forlængerledning.

▶ Strømstikket og stikkontakten er strengt i

overensstemmelse. Tilslut stikket til en korrekt installeret

stikkontakt.

2 h

2.1.
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DA: Tekniske data

Mærke frigor frigor

Modelnavn / identifikation KSB115EW KS130EW

Kategori af modellen Køleskab Køleskab

Årligt energiforbrug (kWh/år)(1) 139 90

Volumen køleskab(L) 114 129

Klimaklassificering(2) N.ST SN.N.ST

Støjemissionsklasse og emission af luftbåren akustisk 
støj (db(A) re 1pW) 37 37

Type af apparat Fritstående Fritstående

Forklaringer:
• Ja, omtalt
(1) Baseret på resultaterne af testen af overensstemmelse med

standarderne over 24 timer. Det faktiske forbrug afhænger af brugen og
apparatets placering.

(2) Klimaklassificering SN: Dette apparat er beregnet til brug i en
omgivelsestemperatur på mellem + 10 °C og +32 °C.

Klimaklasse N: Dette apparat er beregnet til brug i en
omgivelsestemperatur på mellem + 16 °C og +32 °C.

Klimaklassificering ST: Dette apparat er beregnet til brug i en
omgivelsestemperatur på mellem + 16 °C og + 38 °C.

Yderligere tekniske data

Spænding / frekvens 220-240V ~/ 50Hz

Indgangsstrøm (A) 0.8

Kølevæske R600a

Dimensioner (H/B/D i mm) 850 / 545 / 562
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Model nr.: KSB115EW / KS130EW

Virksomhed: WhiteAway A/S (DK, SV)
WhiteAway AS (NO)

Tlf: +45 70 70 29 29 (DK)
+46 0770-17 10 17 (SV)
+47 21 95 92 08 (NO)

Webside: www.frigor.dk (DK) 
www.frigor.no (NO) 
www.frigor.se (SV)

Relevant information til bestilling af reservedele. WhiteAway A/S (DK, SV)
WhiteAway AS (NO)

Korteste periode, hvor reservedele, der er 
nødvendige for at reparere apparatet, er 
tilgængelige.

7 år

Instruktioner om, hvor man kan finde 
modeloplysningerne i produktdatabasen, som 
defineret i forordning (EU) 2019/2017, ved hjælp 
af et weblink til de modeloplysninger, der er gemt i 
produktdatabasen, eller et link til 
produktdatabasen og oplysninger om, hvordan 
man finder modelidentifikatoren på produktet.

www.frigor.dk (DK) 
www.frigor.no (NO) 
www.frigor.se (SV)

Bemærk: Ovenstående adresse og kontaktnummer kan ændres uden 
forudgående varsel.

http://www.frigor.dk/
http://www.frigor.no/
http://www.frigor.se/
http://www.frigor.dk/
http://www.frigor.no/
http://www.frigor.se/
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Thank you for purchasing a Frigor Product.

Please read these instructions carefully before using this appliance. The instructions 
contain important information which will help you get the best out of the appliance 
and ensure safe and proper installation, use and maintenance.

Keep this manual in a convenient place so you can always refer to it for the safe and 
proper use of the appliance.

If you sell the appliance, give it away, or leave it behind when you move house,  make 
sure you also pass this manual so that the new owner can become familiar with the 
appliance and safety warnings.

Accessories

Check the accessories and literature with this list: 

User manual
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EN: Safety information

WARNING – Important Safety information

NOTICE-General information and tips

Environmental information

Disposal 
Help protect the environment and human health. Put the 
packaging in applicable containers to recycle it. Help to 
recycle waste of electrical and electronic appliances. Do 
not dispose appliances marked with this symbol with the 
household waste. Return the product to your local recy-
cling facility or contact your municipal office.

 WARNING!

Risk of injury or suffocation!
Refrigerants and gases must be disposed of professionally. Ensure that 
the tubing of the refrigerant circuit is not damaged before being properly 
disposed of. Disconnect the appliance from the mains supply. Cut off the 
mains cable and dispose of it. Remove the trays and drawers as well as 
the door catch and seals, to prevent children and pets to get closed in the 
appliance. 

WARNING: Risk of fire/flammable material       
The symbol indicates there is a risk of fire since flammable 
materials are used. Take care to avoid causing a fire by 
igniting flammable material.

2
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Before switching on the appliance for the first time read the 
following safety hints!

 WARNING!

Before first use
 ▶ Make sure there is no transport damage. 
 ▶ Remove all packaging and keep out of children´s reach. 
 ▶ Wait at least two hours before installing the appliance in order to ensure the 

refrigerant circuit is fully efficient. 
 ▶ Handle the appliance always with at least two persons because it is heavy.

Installation

 ▶ The appliance should be placed in a well-ventilated place. Ensure a space 
of at least 10 cm above and around the appliance.

 ▶ Never place the appliance in a damp area or location where it might be 
splashed with water. Clean and dry water splashes and stains with a soft 
clean cloth.

 ▶ Do not install the appliance in direct sunlight or in the near of heat 
sources(e.g. stoves, heaters). 

 ▶ Install and level the appliance in an area suitable for its size and use.
 ▶ Keep ventilation openings in the appliance or in the in-built structure clear 

of obstruction.
 ▶ Make sure that the electrical information on the rating plate agrees with the 

power supply. If it does not, contact an electrician.
 ▶ The appliance is operated by a 220-240 VAC/50 Hz power supply. Abnormal 

voltage fluctuation may cause the appliance to fail to start, or damage to 
the temperature control or compressor, or there may be an abnormal noise 
when operating. In such case, an automatic regulator shall be mounted.

 ▶ Do not use multi-plug adapters and extension cables.
 ▶ Do not locate multiple portable socket-outlets or portable power supplies at 

the rear of the appliance.
 ▶ Ensure that the power cable is not trapped by the refrigerator. Do not step 

on the power cable.
 ▶ Use a separate earthed socket for the power supply which is easy accessi-

ble. The appliance must be earthed. 
 ▶ Do not damage the refrigerant circuit.
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 WARNING!

Daily use

 ▶ This appliance can be used by children aged from 8 years and above and per-
sons with reduced physical, sensory or mental capabilities or lack of experience 
and knowledge if they have been given supervision or instruction concerning 
use of the appliance in a safe way and understand the hazards involved. 

 ▶ Children aged from 3 to 8 years are allowed to load and unload, but not allowed 
to clean or install the refrigerating appliances.

 ▶ Keep away children under 3 years of age from the appliance unless they are 
constantly supervised.

 ▶ Children shall not play with the appliance.
 ▶ If cool gas or other inflammable gas is leaking in the vicinity of the appliance, 

turn off the valve of the leaking gas, open the doors and windows and do not 
unplug a plug in the power cable of the refrigerator or any other appliance. 

 ▶ Notice that the appliance is set for operation at a specific ambient range be-
tween 16 and 38°C. The appliance may not work properly if it is left for a long 
period at a temperature above or below the indicated range. 

 ▶ Do not place unstable articles (heavy objects, containers filled with water) on 
top of the refrigerator, to avoid personal injury caused by falling or electric shock 
caused by contact with water. 

 ▶ Do not pull on the door shelves. The door may be pulled slant, the bottle rack, 
may be pulled away, or the appliance may topple. 

 ▶ Open and close the doors only with the handles. The gap between the doors 
and between the doors and the cabinet is very narrow. Do not extend your 
hands in these areas to avoid pinching your fingers. Open or close the refrig-
erator doors only when there are no children standing within the range of door 
movement.

 ▶ Do not store or use inflammable, explosive or corrosive materials in the appli-
ance or in the vicinity.

 ▶ Do not store medicines, bacteria or chemical agents in the appliance. This ap-
pliance is a household appliance. It is not recommended to store materials that 
require strict temperatures.

 ▶ Never store liquids in bottles or cans (besides high percentage spirits) espe-
cially carbonated beverages in the freezer, as these will burst during freezing.

 ▶ Check the condition of food if a warming in the freezer has taken place. 
 ▶ Do not set unnecessarily low temperature in the refrigerator compartment. Mi-

nus temperatures may occur at high settings. Attention: Bottles can burst 
 ▶ Do not touch frozen goods with wet hands (wear gloves). Especially do not eat 

ice lollies immediately after removal from the freezer compartment. There is 
the risk to freeze or the formation of frost blisters. FIRST aid: keep immediately 
under running cold water. Do not pull away!

 ▶ Do not touch the inside surface of the freezer storage compartment when in op-
eration, especially with wet hands, as your hands may freeze onto the surface. 
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 WARNING!

Daily use
 ▶ Unplug the appliance in the event of a power interruption or before clean-

ing. Allow at least 7 minutes before restarting the appliance, as frequent 
starting may damage the compressor. 

 ▶ Do not use electrical devices inside the food storage compartments of the 
appliance, unless they are of the type recommended by the manufacturer.

Maintenance / cleaning
 ▶ Make sure children are supervised if they carry out cleaning and mainte-

nance. 
 ▶ Disconnect the appliance from the electrical supply before undertaking any 

routine maintenance. Allow at least 5 minutes before restarting the appli-
ance, as frequent starting may damage the compressor. 

 ▶ Hold the plug, not the cable, when unplugging the appliance.
 ▶ Do not clean the appliance with hard brushes, wire brushes, detergent pow-

der, petrol, amyl acetate, acetone and similar organic solutions, acid or 
alkaline solutions. Please clean with special refrigerator detergent to avoid 
damage.

 ▶ Do not scrape off frost and ice with sharp objects. Do not use sprays, elec-
tric heaters like heater, hair dryer, steam cleaners or other sources of heat 
in order to avoid damage to the plastic parts.

 ▶ Do not use mechanical devices or other means to accelerate the defrosting 
process, other than those recommended by the manufacturer. 

 ▶ If the supply cord is damaged, it must be replaced by the manufacturer, its 
service agent or similarly qualified persons in order to avoid a hazard.

 ▶ Do not try to repair, disassemble or modify the appliance by yourself. In 
case of repair please contact our customer service.

 ▶ Eliminate the dust on the back of the unit at least once in the year to avoid 
hazard by fire, as well as increased energy consumption. 

 ▶ Do not spray or flush the appliance during cleaning. 
 ▶ Do not use water spray or steam to clean the appliance. 
 ▶ Do not clean the cold glass shelves with hot water. Sudden temperature 

change may cause the glass to break. 

Refrigerant gas information
 ▶ The appliance contains the flammable refrigerant ISOBUTANE (R600a). 

Make sure the refrigerant circuit is not damaged during transportation or 
installation. Leaking refrigerant may cause eye injuries or ignite. If a dam-
age has occurred, keep away open fire sources, thoroughly ventilate the 
room, do not plug or unplug the power cords of the appliance or any other 
appliance. Inform the customer service. 

 ▶ In case of eyes get into contact with the refrigerant, rinse immediately it 
under running water and call immediately the eye specialist.
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MODEL:KS130EW

EN: Product description

Intended use
This appliance is intended for cooling food. It has been designed exclusively

 

for use in household and similar applications such as staff kitchen areas in

 

shops, offices and other working environments; farm houses and by clients
in hotels motels other residential type environments as well as in bed-and-

breakfast and catering business. It is not intended for commercial or industri-

al use.

Changes or modifications to the device are not allowed. Unintended use may

 

cause hazards and loss of warranty claims.

NOTICE
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EN: Use

Gear Description
1. 

 

The temperature in the refrigerator is adjusted
by the temperature controller knob. the gear
“MIN,MID,MAX,OFF” on the scale means the
refrigeration effect. The worse the refrigeration effect,
the higher the temperature in the cabinet. and the
smaller the power consumption of the refrigerator;
The stronger the refrigeration effect, the lower the
temperature in the box and the greater the power

 

consumption of the refrigerator.

2. The "MAX" position of the scale is the lowest temperature gear in the

  

refrigerator. This position can be used for quick freezing. After the food is

 

completely cooled, please turn the scale back to the original setting gear.

3. The "OFF" position on the knob is the shutdown position. When this position
is set, the refrigerator will not cool.If the refrigerator needs to be stopped for
a long time, please unplug the power plug.

Proposal
1. 

 

The common gear of the refrigerator is the "MID" position of the scale turned on.

2. If the temperature in the box is too high, please increase the scale appropriately.

3. 

 

If the temperature in the box is too low, please reduce the gradient appropriately.

4. Please select the position of the temperature controller knob scale according to

 

the actual needs.

Reminder
1. 

 

When the ambient temperature of the refrigerator is high, if the scale number set

  

is large, the ice may not stop, and the temperature in the cabinet may be too low.

2. When the ambient temperature of the refrigerator is low, if the scale number is

 

set to be small, the refrigerator may not be started, resulting in high temperature

 

in the box, which is not conducive to food storage and preservation.

3. After the temperature is adjusted, it takes a period of time to achieve the
temperature balance in the box. And the length of this period depends on the
size of the changed gear, the ambient temperature, the frequency of opening the

 

door, and the amount of food stored in the box.

Before first use
▶ Remove all packaging materials, keep them out of children`s reach and dispose

 

them in an environmentally friendly manner.
▶ Clean the inside and outside of the appliance with water and a mild detergent

 

before putting any food in it.
▶ After the appliance has been levelled and cleaned, wait for at least 2-5 hours

 

before connecting it to the power supply. See Section INSTALLATION.
▶ Precool the compartments at high settings before loading with food.
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EN: Equipment
Adjustable shelves

1. The height of the shelves can be adjusted to 
fit your storage needs.

2. To relocate a shelf, remove it first by uplifting 
its hind edge ① and pulling it out ②. 

3. To reinstall it, put it on the lugs on both sides 
and push it to the most rearward position 
until the rear of the shelf is fixed inside the 
slots in the sides.

2

1

NOTICE
Ensure that all ends of a shelf are level.

1

2

1

Removable door racks/bottle holder

1. The door racks can be removed for 
cleaning:

2. Place hands on each side of the rack, lift it 
upwards ① and pull it out ②.

3. In order to insert the door rack, the above 
steps are carried out in reverse order.

NOTICE
When the appliance is switched on after disconnection from the main power

supply, it may take up to 12 hours for the correct temperatures to be reached.

Removable drawer

To remove the drawer out, pull out to the 
maximum extent ①, lift and remove ②.

In order to insert the drawer, the above 
steps are carried out in reverse order.1

2 2

The Light

The LED interior light comes on when the door is opened. The performance 

of the lights is not affected by any of the appliances other settings.
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EN: Care and cleaning

 

 

 

 

 

 

 

 WARNING!

Disconnect the appliance from the power supply before cleaning.

 

 

2
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1. 

 

Clean the appliance when only little or no food is stored.

2. 

 

The appliance should be cleaned every four weeks for good maintenance

  

and to prevent bad stored food odors.

WARNING!

▶ Do 

 

not 

 

clean 

 

the 

 

appliance 

 

with 

 

hard 

 

brushes, 

 

wire 

 

brushes, 

 

detergent

 

powder, petrol, amyl acetate, acetone and similar organic solutions, acid
or 

 

alkaline 

 

solutions. 

 

Please 

 

clean 

 

with 

 

special 

 

refrigerator 

 

detergent 

 

to
avoid damage.

▶ Do not spray or flush the appliance during cleaning.
▶ Do not use water spray or steam to clean the appliance.

▶ Do not clean the cold glass shelves with hot water. Sudden temperature

 

change may cause the glass to break .

▶ Do not touch the inside surface of the freezer storage compartment,   
especially with wet hands, as your hands may freeze onto the surface.

▶ In case of heating check the condition of frozen goods.

▶ Always keep the door gasket clean.

▶ Clean the inside and housing of the appliance

 

with 

 

a 

 

sponge 

 

dampened 

 

in 

 

warm 

 

water 

 

and
neutral detergent.

1. 

 

Please scrub the interior and exterior of the

  

refrigerator, including door sealing, door rack,

  

glass shelves, boxes and so on, with a soft

  

towel or sponge dipped in warm water (you may

  

add neutral detergent into the warm water).

2. If there is liquid spilled, remove all the contaminated parts, directly rinse with

 

the flow water, dry and place it back into the fridge.
3. 

 

If there is spilled cream (such as the cream, melting ice cream), please

  

remove all the contaminated parts, put into the warm water with about 40 °C

  

for some time, then rinse with the flow water, dry and place it back into the

  

fridge.

4. In case some small part or component gets stuck inside of the fridge
(between shelves or drawers), use small soft brush to release it. If you could

 

not reach the part, please contact after-sales service.
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 ▶ Rinse and dry with soft cloth. 

 ▶ Do not clean any of the parts of the appliance in a dishwasher.

 ▶ Allow at least 7 minutes before restarting the appliance as frequent starting 
may damage the compressor.

▶

▶

▶

▶

▶

▶

                                 

Defrosting of refrigerator compartment Model: KSB115EW
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  NOTICE
Turn the appliance off only if strictly necessary.

 WARNING!

 ▶ Do not lift the appliance by its handles.

 ▶ Never place the appliance horizontally on the ground.

Non-use for a longer period
 ▶ If the appliance is not used for an extended period of time, and you will not 

use the Holiday-function for the refrigerator:

 ▶ Take out the food.

 ▶ Unplug the power cord.

 ▶ Clean the appliance as described above. 

 ▶ Keep the doors open to prevent the creation of bad odours inside. 

Moving the appliance

1. Remove all food and unplug the appliance.

2. Secure shelves and other moveable parts in the fridge and the freezer with 
adhesive tape.

3. Do not tilt the refrigerator more than 45° to avoid damaging the refrigerating 
system.

▶

▶

▶

    

Defrosting of freezer compartment Model: KSB115EW

Freezer defrosting method Model: KSB115EW

   

2
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The freezer needs to be defrosted manually. After using the refrigerator for a

 

period of time, a layer of frost will form on the surface of the freezer liner. If the

 

frost layer is too thick, it will increase the power consumption of the
refrigerator and affect the refrigeration performance. If ice has formed on the

 

surface of the liner, it must be stopped for defrosting and cleaning.

Please unplug the power plug first, take out the food, place it in a cool place,
keep the refrigerator door open, wait for the frost layer to melt, collect the

 

defrosting water and pour it out, then dry the surface of the inner container

 

with a dry cloth.
Note: Do not use hard or sharp tools to clean, so as not to damage the

 

surface of the refrigerator liner
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Many occuring problems could be solved by yourself without specific 
expertise. In case of a problem please check all shown possibilities and follow 
below instructions before you contact an after sales service. 

Problem Possible Cause Possible Solution

The compressor 
does not work.

• Mains plug is not connect-
ed in the mains socket.  

• The appliance is in the 
defrosting cycle

• Connect the mains plug.

• This is normal for an automat-
ic defrosting

The appliance 
runs frequently or 
runs for a too long 
period of time.

 

 

 

 
 

 

 

 

 

 

• In this case, it is normal for 
the appliance to run longer.

• Normally, it takes 8 to 12 
hours for the appliance to 
cool down completely.

• Close the door/drawer and 
ensure the appliance is 
located on a level ground and 
there is no food or container 
jarring the door. 

• Do not open the door/drawer 
too frequently. 

• Set the temperature higher 
until a satisfactory refrigerator 
temperature is obtained. It 
takes 24 hours for the refrig-
erator temperature to become 
stable. 

• Clean the door/drawer gasket 
or replace them by the cus-
tomer service.

• Ensure adequate ventilation.

The inside of the 
refrigerator is dirty 
and/or smells.

• The inside of the refrigera-
tor needs cleaning.

• Food of strong odour is 
stored in the refrigerator.

• Clean the inside of the re-
frig-erator.

• Wrap the food thoroughly..

 WARNING!

 ▶ Before maintenance, deactivate the appliance and disconnect the mains 
plug from the mains socket.

 ▶ Electrical equipment should be serviced only by qualified electrical experts, 
because improper repairs can cause considerable consequential damages. 

 ▶ A damaged supply should only be replaced by the manufacturer, its service 
agent or similarly qualified persons in order to avoid a hazard.

EN: Troubleshooting
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• The indoor or outdoor

 

temperature is too high.
• The appliance has been

 

off power for a period of

 

time.

• A door of the appliance is

 

not tightly closed.

• The door has been

 

opened too frequently or

 

for too long.
• The temperature setting

 

for the freezer      
compartment is too low.

• The door gasket is dirty,
worn, cracked or         
mismatched.

• The required air circula-
tion is not guaranteed.



KSB115EW

 

KS130EW

Problem Possible Cause Possible Solution

It is not cold 
enough inside the 
appliance.

• The temperature is set too 
high.

• Too warm goods has been 
stored. 

• Too much food has been 
stored at one time. 

• The goods are too close 
to each other.

• A door/drawer of the appli-
ance is not tightly closed. 

• The door/drawer has been 
opened too frequently or 
for too long.

• Reset the temperature.
• Always cool down goods 

before storing them.
• Always store small quantities 

of food. 
• Leave a gap between several 

foods allowing air flowing.
• Close the door/drawer. 

• Do not open the door/drawer 
too frequently.

It is too cold 
inside the appli-
ance.

• The temperature is set 
too low.

• Reset the temperature.

Moisture formation 
on the inside of 
the refrigerator 
compartment.

 

 

 

 

• Increase the temperature. 

• Close the door/drawer. 

• Do not open the door/drawer 
too frequently.

• Let hot foods cool to room 
temperature and cover foods 
and liquids. 

Moisture accu-
mulates on the 
refrigerators 
outside surface 
or between the 
doors/door and 
drawer.

• The climate is too warm 
and too damp. 

• The door is not closed 
tightly. The cold air in the 
appliance and the warm 
air outside it condensates. 

• This is normal in damp 
climate and will change when 
the humidity decreases.

• Ensure that he door/drawer is 
tightly shut.

The sides of the

cabinet and door

strip get warm.

• This is normal.

The appliance 
makes abnormal 
sounds.

• The appliance is not locat-
ed on level ground. 

• The appliance touches 
some object around it.

• Adjust the feet to level the 
appliance.

• Remove objects around the 
appliance.

A slight sound is 
to be heard similar 
to that of flowing 
water.

• This is normal.
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• The climate is too warm

 

and too damp.
• A door/drawer of the appli-

ance is not tightly closed.
• The door/drawer has been

 

opened too frequently or

 

for too long.
• Food containers or liquids

 

are left open.
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Power interruption

In the event of a power cut, food should remain safely cold for about 5 hours. 

Follow these tips during a prolonged power interruption, especially in summer:

 ▶ Open the door/drawer as few times as possible.
 ▶ Do not put additional food into the appliance during a power interruption.

 ▶ If prior notice of a power interruption is given and the interruption duration 

is longer than 5 hours, make some ice and put it in a container in the top 

of the refrigerator compartment.

 ▶ An inspection of the goods is required immediately after the interruption. 

 ▶ As temperature in the refrigerator will rise during a power interruption or 

other failure, the storage period and edible quality of food will be reduced. 

Any food that defrosts should be either consumed, or cooked and refrozen 

(where suitable) soon afterwards in order to prevent health risks. 
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EN: Installation

Unpacking

Environmental conditions

The room temperature should always be between 16° C and 38° C, since it 

can influence the temperature inside the appliance and its energy consump-

tion. Do not install the appliance near other heat-emitting appliances (ovens, 

refrigerators) without isolation.

 WARNING!

 ▶ The appliance is heavy. Always handle with at least two persons.

 ▶ Keep all packaging materials out of children´s reach and dispose them in 

an environmentally friendly manner. 

 ▶ Take the appliance out of the packaging.

 ▶ Remove all packaging materials. 

W2

W1

2D

D1

Space recommendation 

Recommended space when door is opened.

W1=824mm

W2=480mm

D1=1064mm

D2=996mm

Ventilaton cross-section

To achieve sufficient ventilation of the ap-

pliance for safety reasons, the information 

of the recommendation ventilation cross 

sections must be observed.
≥10cm

≥10cm

≥10cm

≥10cm

2
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  Notice

For a free standing appliance: this refrigerating appliance is not intended to be 
used as a built-in appliance.

 

 

2.1.

2 h

 WARNING!

To avoid risks a damaged power cord must be replaced by the customer 
service (see warranty card).

Electrical connection

Before each connection check if:

 ▶ power supply, socket and fusing are appropriate to the rating plate.

 ▶ the power socket is earthed and no multi-plug or extension. 

 ▶ the power plug and socket are strictly according.

Connect the plug to a properly installed household socket.
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Aligning the appliance

The appliance should be placed on a

 

flat

 

and solid surface.

1.

 

Tilt the refrigerator slightly backwards.

2.

 

Set the feet to the desired level.

Make sure the distance to the wall on the

hinge side is at least 100 mm for the door

to open properly.

Waiting time

To the maintenance-free lubrication oil is    

located in the capsule of the compressor. 

This

 

oil can get through the closed pipe 

system

 

during slanting transport. Before 

connecting

 

the appliance to the power 

supply you have

 

to wait at least 2 hours so 

that the oil runs

 

back into the capsule.
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Brand

Model name / identifier

Category of the model

Annual energy consumption(kWh/year)(1)

Volume refrigerator(L)

Climate rating(2)

Noise emission class and airborne acoustical noise 
emissions(db(A) re 1pW)

Type of appliance

Additional technical data

Explanations:
• Yes, featured
(1) Based on the results of the standards conformance test over 24 

hours. The actual consumption depends on the use and the location 
of the appliance.

(2) Climate rating SN: This appliance is intended for use in an ambient 
temperature of between + 10°C and +32°C

 Climate rating N: This appliance is intended for use in an ambient 
temperature of between + 16°C and +32°C

 Climate rating ST: This appliance is intended for use in an ambient 
temperature of between + 16°C and +38°C

 

Voltage / Frequency 220-240V ~/ 50Hz
Input current (A) 0.8

Coolant R600a

Dimensions  (H/W/D in mm) 850 / 545 / 562

EN: Technical data

RefrigeratorRefrigerator

139 90

N.ST SN.N.ST

129
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Freestanding Freestanding

114
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KSB115EW KS130EW

2
Version: 01-2025

2 Version: 01-2025Version: 01-2025 40



KSB115EW

 

KS130EW

Company: WhiteAway A/S (DK, SV)
WhiteAway AS (NO)

Phone: +45 70 70 29 29 (DK)
+46 0770-17 10 17 (SV)
+47 21 95 92 08 (NO)

Webside: www.frigor.dk (DK)
www.frigor.no (NO)
www.frigor.se (SV)

Relevant information for ordering spare parts. WhiteAway A/S (DK, SV)
WhiteAway AS (NO)

Shortest period in which spare parts necessary 
to repair the appliance are available.

7 years

Instructions on where to find the model 
information in the product database, as defined 
in Regulation (EU) 2019/2017 using a web link 
linking to the model information stored in the 
product database, or a link to the product 
database and information on how to find the
model identifier on the product.

www.frigor.dk (DK)
www.frigor.no (NO)
www.frigor.se (SV)

Model No.: KSB115EW / KS130EW

Note: The above address and contact number are subject to change 
without prior notice.
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Kontakt information:

WhiteAway A/S
Dusager 12, 8200 Aarhus N Danmark

www.frigor.dk 
www.frigor.no 
www.frigor.se

Produceret af:

Nine United Trading A/S
Havnen 1, 8700 Horsens
Danmark 5 

0060539818B

http://www.frigor.no/
http://www.frigor.no/
http://www.frigor.se/

